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LED Paneel backlite UGR19 
     

Input:   AC230V     PF:  >0,95 
 Driver(incl.):  CE LED driver Flikkervrij   Lichthoek: 120° 
 Vermogen:  36W     Dimbaar: Optie 
 Lichtstroom:  110lm/W    Montage: Inleg/Pendel 
 Lichtkleur:  WW/ NW/ PW    Protectie: IP20 / IP65 optie 
 Kleurtemperatuur: 3000K/4000K/6000K   Keuring:  CE RoHS ERP  
 CRI:   >83RA     Levensduur: 40.000h 
 SDCM:   < 4     Garantie: 3 Jaar 
 Aansluitsnoer:  Met 1.5m aansluitsnoer en stekker       
  

   
 
         
 Artikelnr:         
  
 GC-PAS595360330 LED paneel backlite 595*595mm 36W 3000K UGR19   
 GC-PAS595360340 LED paneel backlite 595*595mm 36W 4000K UGR19   
 GC-PAS595360360 LED paneel backlite 595*595mm 36W 6000K UGR19   
  
 GC-PAT312360330 LED paneel backlite 295*1195mm 36W 3000K UGR19  
 GC-PAT312360340 LED paneel backlite 295*1195mm 36W 4000K UGR19   
 GC-PAT312360360 LED paneel backlite 295*1195mm 36W 6000K UGR19   
 
 GC-PAT612600330 LED paneel backlite 595*1195mm 60W 3000K UGR19  
 GC-PAT612600340 LED paneel backlite 595*1195mm 60W 4000K UGR19   
 GC-PAT612600360 LED paneel backlite 595*1195mm 60W 6000K UGR19   
 
 GC-PAS59536023060 LED paneel backlite 595*595mm 36W Tri-color   
 GC-PAT31236023060 LED paneel backlite 295*1195mm 36W Tri-color   
 
 

   
 
 GC-DM80042  LED paneel triac dimdriver 36W     
 GC-D060002  LED triac dimmer 10-200W inbouw       
 
  
 GC-PLCB   Ophangset paneel      
 


